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MyQ HP Pro Embedded terminal

7.5.4 RTM
Bug Fixes

Fixing of HP PRO Terminal service crashing.

7.5.3 RTM 
Bug Fixes

Improved reading of card readers after system maintenance.
Improved reading of card numbers.

7.5.1 RTM
Improvements

NEW FEATURE   Register of new card is possible on Login screen.

7.5.0 RC 
Improvements

NEW FEATURE  Guest login is now available on HP PRO Embedded terminal 7.5.0+.

7.4.2 RTM 
Improvements

When device administrator login is possible when MyQ server isn't available.

Bug Fixes

Fixed issue on HP PRO devices, format parameter of Easy scan is set to pdf, any other types of 
format parameter of Easy scan isn't supported on HP PRO, because in current firmware versions of 
HP PRO devices there is a problem with multiple pages JPEG scan jobs.

7.4.1 RC
Bug Fixes 



MyQ HP Pro Embedded Release Notes – MyQ HP Pro Embedded Release Notes

7.4.0 RC – 2

•

•
•

•

•
•
•
•

•

•
•
•

•

•

•

When integrated UI was set, printing from My jobs wasn't possible, when some copy was made 
before in one user session.
Remote setup failed when device password was changed in device interface.
HP device doesn't return error messages in some other languages than English. This HP error 
messages were replaced by MyQ error messages.

7.4.0 RC
Improvements

Username and password login method is possible to use without SSL server configuration.

Changes

Card registration isn't supported on HP PRO.
HTTP service has name MyQ HP Terminals.
Terminal state and logs files are stored in ProgramData\MyQ.
Card Reader configuration screen is displayed in HP Package Manager.

Bug Fixes

If color quota is applied after current user session is finished, bw copy is possible to made.

7.3.4 RC 
Changes

HTTP service has name MyQ HP Terminals.
Terminal state and logs files are stored in ProgramData\MyQ.
Card Reader configuration screen is displayed in HP Package Manager.

Bug Fixes

If color quota is applied after current user session is finished, bw copy is possible to made.

7.3.3 RC
Bug Fixes 

When copying wasn't possible when user's credit balance was smaller then 1.

7.3.2 RC 
Improvements

Remote setup improvements.

Bug Fixes
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HP Service improvements.

7.3.1 RC 
Improvements

Improved UI for devices with higher resolution of operation panel.

Bug Fixes

When printing wasn't possible if job wasn't marked as favorite in HP integrated UI package.
Edit profile button is hidden on HP PRO because its malfunction.

7.3.0 RC 
Improvements

Added terminal package support for MS Cluster environment (required server version 7.3.1 or 
newer).

Changes

Changed Log location to MyQ Data folder.

Bug Fixes

When error message not enough free quota was displayed while user try to make panel scan to 
email contact from LDAP server.

7.1.8 
Bug Fixes

When integrated UI was set, printing from My jobs wasn't possible, when some copy was made 
before in one user session.
HP device doesn't return error messages in some other languages than English. This HP error 
messages were replaced by MyQ error messages.

7.1.7 
Improvements

Remote setup improvements.
Added terminal package support for MS Cluster environment (required server version 7.3.1 or 
newer).
Improved UI for devices with higher resolution of operation panel.

Changes
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Changed Log location to MyQ Data folder.

Bug Fixes

Quota accounting value is displayed wrong on embedded terminal in one user session. When user 
print some page, quota was accounted twice. In new user session, quota value is displayed correctly.
If color quota is applied after current user session is finished, bw copy is possible to made.
HP Service improvements.
When copying wasn't possible when user's credit balance was smaller then 1.
When printing wasn't possible if job wasn't marked as favorite in HP integrated UI package.
Edit profile button is hidden on HP PRO because its malfunction.

7.1.6
Bug Fixes 

When error message not enough free quota was displayed while user try to make panel scan to 
email contact from LDAP server.

7.1.5
Improvements

Print all after login function was removed from HP Embedded terminal. When user cancel login 
when login is in progress, all jobs of user were printed if Print all after login was enabled.
Added support Easy scan parameter Mixed size scanning for HP Enterprise.
Added support Easy scan parameter Scan separation for HP Enterprise.
Added support Easy scan parameter Continuous scan for HP Enterprise.
User can login as Maintenance user with right to delete stacked jobs only by pressing icon of user in 
left upper corner of MyQ login screen on device panel.
Added support Easy scan parameter HCPDF for HP Enterprise.
Added support Easy scan parameter OCR format for HP Enterprise and HP PRO.
Added support Easy scan parameter BW color for HP Enterprise.
HP terminal package status web page added for showing status and export logs. 
To access the terminals status page, visit the address "<myq server address>:<port assigned to the 
package>/admin" in the browser.

Bug Fixes

Card reader wasn't detected after server system maintenance.
Fixed issue, when user cancel login during login process, user session was still in progress and user 
was still logged in.

7.1.2
Bug Fixes

Fixed issue when Easy scan is delivered to another user when more users used Easy scan in the same 
time (same second).
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7.1.1 
Bug Fixes

Displayed scan parameters weren't translate to server default language.
User sessions sometimes wasn't finished.

7.1.0
Improvements

It is possible to change type of terminal installation. With this option, functions from Top Menu has 
own access points in menu of device.  LIMITATION : Works with white themes only.
Device settings are locked for users. When user is logged in to device as device administrator, 
device settings are available.
It is possible to apply themes on MyQ Embedded terminal for HP Enterprise (not for HP PRO).
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